DAVISCOMMS 220BHR-W

Features 1-Line Wireless

The 220BHR LED display together with TMR1F-LS forms an indoor 1-Line Wireless I_E D D N p | Gy
LED Display which can be conveniently mounted without the need to physically
connect the data cable to it.

It offers the user unlimited possibilities of applications that require timely display
of alphanumeric messages for easy viewing.

Users can update the displayed messages by just sending another message via
the common paging network.

It also offers a wide variety of display modes and display speed.
Each set comes with a unique Capcode for individual alphanumeric message
paging and a second Capcode can also be pre-programmed for group messaging

to a selected group of wireless displays.

The 220BHR-W is a good choice for use in Offices, Factories, Schools, Hotels,
Hospitals, Showrooms and Waiting lounges.

1-Line Wireless LED Display

Specifications

Display Specifications Receiver Specifications
Usage: Indoor Operating Frequency: ~ VHF 135-175 MHz
LED Type: Normal Bright 280 MHz 278 - 286 MHz
LED Colour: Red 900 MHz 929-932 MHz
LED Display: >x7 Dots Matrix Paging Protocol: FLEX 1600 / 3200 / 6400 bps
Resolution Dots: 7x120 o
Characters per line: 20 Operating Temperature: VHF -10to 50°C

: o
Character Height: 50 mm 280 m:z -10to SOOCC
Power Input: 110V AC - 240V AC 900 MHz +51040
Cabinet Dimensions: 980 x 110 x 50 mm
Cabinet Colour: Black

Mounting Supplied: L-Bracket




